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MATERIAL &
HOIST Il

A material hoist means a hoist, that is used to raise or
lower materials during the construction, alteration, or
demolition of a building or structure. Material hoists
enhance productivity and efficiency on construction
sites as it moves material in a faster manner.
However, some requirements need to be in place to
ensure the safety of employees.

? QUESTIONS:

1. Name 3 risks that could occur when using material
hoists.

2. Can the door or gate be kept open? Motivate your
answer.

3. Who can operate the material hoist?

TAKE A LOOK AT THE FOLLOWING REQUIREMENTS:

DOOR OR GATE
REQUIREMENTS:

2100MM

in height at each landing

THE MAXIMUM MASS LOAD

which may be carried at any one time &
THE PROHIBITION OF A PERSON
from riding on the platform of the

MATERIAL HOIST

Door must be

KEPT!

CLOSED!

except when the platform is at rest at such landing

ALL RECORDS
must be kept

on construction site of

MAINTENANCE

of the material hoist

Only a
COMPETENT

PERSO

is permitted A8
to use & operate
the material hoist

The tower of every material

hoist must be erected on a

FIRM FOUNDATION
& secured to the structure or
braced by steel wire guy ropes

IMPROPER
ASSEMBLY
OF THE HOIST
SECTIONS

EXCEEDING
WEIGHT
RESTRICTIONS

LACK OF
OPERATOR
TRAINING

ENCLOSED ON ALL SIDES
at the bottom & on all floors
where a person is at risk of being
STUCK BY MOVING PARTS.
Except on the side where
access is to the material hoist,

with walls or other effective means of a height of at least

2100MM

USER
MANUAL

IMPROPER
RAISING
& LOWERING
OF THE HOIST

WORN
EQUIPMENT
COMPONENTS

LACK OF
HOIST CABLE
INSPECTIONS
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